
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

The Hydroguard separator has been 

independently lab tested and it’s performance 

has been verified and certified by the New 

Jersey Department of Environmental 

Protection (NJDEP) in the most 

comprehensive evaluation of oil/grit separator 

performance ever conducted in North 

America. In fact, Hydroguard had the best 

performance results of all separators that 

tested with the NJDEP specified particle size 

gradation. 

Hydroguard’s innovative design contains 

separate flow paths and treatment chambers 

for low and high flows. The dual treatment 

area design allows Hydroguard to minimize 

scour and re-suspension of previously 

captured fines while capturing coarser 

particles and oil/trash that is mobilized during 

high flows. 

 

The NJDEP verified and certifies that 

Hydroguard effectively treats 3 times the 

flow rate of some existing technologies. 

Connecticut DOT also came to the same 

conclusion in their approval program. 
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Hydroguard 
Visit www.hydroworks.com to find: 

 

 Hydroguard Technical Manual 

 Hydroguard Maintenance Manual 

 Testing Reports 

 Approvals 

 Continuous Simulation Sizing software 

 Cad Drawings 

 View operational video 

 

Hydroguard was developed in 2003 and has 

been installed in over 1,300 projects in the 

North East United States. In Ontario, Hy-

droguard has been accepted by the MOE, 

City of Toronto, TRCA, LSRCA, CLOCA, 

NVCA and many other regulatory authori-

ties.  

Model Inside  

Diameter 

(mm) 

Max 

Treated 

Flow (l/s) 

Sediment 

Volume 

(litres) 

Oil  

Volume 

(litres) 

HG4 1200 22 1,100 288 

HG5 1500 35 1,800 465 

HG6 1800 51 2,600 768 

HG8 2400 91 4,600 1,730 

HG10 3000 142 7,600 3,380 

HG12 3600 204 10,900 5,258 



Hydroguard 

Advancing the science 
of stormwater quality 

separation 

 
Designed for the ultra-urban 

environment, Hydroguard 
offers many benefits to urban 
planners and civil engineers: 

 

 Treats low and high flows 

 Separate low flow path 

minimizes scour at high flows 

 Removes trash 

 Captures oil spills 

 Removes fine suspended solids 

 Small footprint minimizes 

conflicts with other utilities 

 Engineered for traffic loading 
and anti-buoyancy 

 Minimal elevation difference 
between inlet and outlet pipe 

 Can be used as a bend structure 

 Sized based on local hydrology 
and continuous simulation 

 Multiple access points for 
inspection and maintenance 

 

Hydroguard is the only separator that 

is 100% Canadian: Developed by a 

Canadian Engineer, manufactured by 

Con Cast Pipe of Guelph, Ontario and 

promoted by Canadian Infrastructure 

Products . 

 
Other Products Available 
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Hydrofilter 

 

Vertical stacking filter 

that can be used with  

interchangeable media 

for metals or nutrient 

removal 

Hydrobox 
 

The Hydrobox is a hy-

brid filter and separa-

tor. It represents a 

treatment train ap-

proach to stormwater 

quality in one structure 


